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Silicone Tubing
Silicone Tubing
•	 Application
	 -	Pharmaceutical	and	cosmetic	processing
 - Medical devices
	 -	Cell	harvest	and	media	process	systems
 - Sterile fill lines
 - Water-for-Injection (WFI) transfer
	 -	Chemistry	and	blood	analysis
	 -	Liquid	chromatography

•	 Ultra-smooth	inner	bore	reduces	potential	particle	entrapment	and	microscopic	buildup
•	 Minimal	extractables	help	to	maintain	fluid	integrity
•	 Biocompatible	–	meeting	requirements
•	 Non-toxic,	non-hemolytic	and	non-pyrogenic
•	 Excellent	fluid	flow	characteristics
•	 Sterilization
	 -	Autoclavable	–	Steam	30	minutes	at	15	psi	(250°F)
	 -	Gas	–	Ethylene	oxide
	 -	Radiation	–	Radiation	up	to	5	MRad

•	 Durometer	Hardness	Shore	A	-	50
•	 50	ft	per	reel
•	 Made	in	USA

Compliance Specifications:	meet	USP	Class	VI	Criteria
Meets	Sanitary	Standards,	FDA	21	CFR	part	177.2600	Criteria	and	NSF	51	Standard
Complies	with	ISO	10993	guidelines	for	contact	with	blood	for	up	to	30	days	in	FDA	GP-95

3936 14	 1/8"	I.D.,	1/4"	O.D.,	1/16"	Wall	 50	ft/bx
3937 38	 3/16"	I.D.,	3/8"	O.D.,	3/32"	Wall	 50	ft/bx
3937 516	 3/16"	I.D.,	5/16"	O.D.,	1/16"	Wall	 50	ft/bx
3938 12	 1/4"	I.D.,	1/2"	O.D.,	1/8"	Wall	 50	ft/bx
3938 38	 1.4"	I.D.,	3/8"	O.D.,	1/16"	Wall	 50	ft/bx
3939 12	 5/16"	I.D.,	1/2"	O.D.,	3/32"	Wall	 50	ft/bx
3940 12	 3/8"	I.D.,	1/2"	O.D.,	1/16"	Wall	 50	ft/bx


